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Pro-Wipe™ OS
Oil Absorbent Nonwoven Wiper
|| .
INDUSTRIAL PRODUCTS from Berkshire 100% Polypropylene MG'tb'OWﬂ

Composed of 100% polypropylene meltblown, Pro-Wipe OS is engineered for oil absorption and retention. Surfactant
free and low linting, this wiper is also ideal for use in applications where cleanliness is vital in the manufacturing environ-
ment.

Key Attributes Benefits Applications

« 100% polypropylene « Engineered for oil absorption and « il absorbent low particle and fiber

. Meltblovvn nonwoven retention work surface material
« High loft and soft texture « Very low particle and fiber gener- « Designed for removal of etchants
« No binders, surfactants or other chemi- ation acids, and other chemical spills
cal afjr.Jltlves . ' + Autoclavable « Removes and retains oil and hydro-
« Specifically designed to absorb oil and « Excellent resistance to acids and carbon based fluids
repel water bases « Ideal for tray lining and other lab
« Low linting « Surfactant free and extremely low applications
non-volatile residues « Excellent for use in capsule drying
and polishing
o FDA 21 CFR - Food contact compliant
Pro-Wipe® Family
Pro-Wipe® AP Technical Data:
Pro-Wipe® 0S
Pro-Wipe® SE Knit Attribute (ing Value Test Method
Flat Pack Technical data represented in this table are typical values at the time of publication. These should not be used as product s pecifications.

Order Information:

Product Number Shts/pk Pks/cs Style
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